Inductive sensors / Standard function
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DC 2 Wires NO LRO8BF15DLO LRO8BNO02DLO LRO8BF15DLO-E1 LRO8BNO02DLO-E1
Output DC 2 Wires NC LRO8BF15DLC LRO8BNO2DLC LRO8BF15DLC-E1 LRO8BNO2DLC-E1
Technical Parameter
Supply voltage 10..30 VDC 10...30 VDC 10...30 VDC 10..30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <8V <8V <8V <8V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1000Hz 800Hz 1000Hz 800Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Dielectric strength
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 IP67 IP67
Housing material Stainless steel Stainless steel Stainless steel Stainless steel
Connection 2m PVC Cable 2m PVC Cable M8 Connector M8 Connector
Certification C€ C€ C€ CE€
LED
g T T
b il
Mm/ UL AF12 4 thick AF'\fll%t/thick b M
40 LED ] 49
3 = 3 —— | /'-F-D
VAR AN A2 i/ et/

www.lanbaosensor.com



